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B U I L D I N G  A N A L Y S I S  R E P O R T
CERTIFIED NO.

5185008-R5

CLIENT: John and Jane Doe DATE: January 17, 2012 JOB NUMBER: 11111

ADDRESS: 1234 Any Road JOB SITE: 1234 Any Street

CITY /STATE: Atlanta, Georgia 30312 CITY /STATE: Atlanta, Georgia 30333

This Is A Partial Summary Of The Building Analysis Report. Not All Items Will Be Noted In This Section. See Each Individual Section Of The
Inspection Report For Complete Details. By Using This Report, The Client Accepts And Agrees To The Terms Of The Pre-Inspection Agreement.
The Information In This Report Is For The Sole Use Of The Client Named Above And Is Not Authorized To Be Used By Third Parties.

GENERAL NOTES:

 1. Overall construction is very good. Out of hundreds of items inspected, only a few items are noted. The builder did a
good job of constructing the structure.

 2. Some of the code items noted are required by the Georgia State Codes but are not being enforced by the local
municipalities.

 3. If the builder does not agree with an interpretation of a code item, the buyer or homeowner should contact City of
Lilburn Building Inspections Department at 770-921-2210 for the official interpretation.

SAFETY ITEMS:             (ITEMS THAT ARE POTENTIALLY DANGEROUS OR HAZARDOUS.)

 1. Electrical exterior ground wire is loose at the electrical meter. See photo #1. Recommend further evaluation and
repair as needed by a licensed electrician.  (2005 NEC 250.53)

 2. Electrical panel box has a 45 amp breaker that is too large for the 10 gage circuit wire. See photo #2. This is a potential
fire hazard. The wiring can heat up, melt the insulation, arc and start a fire before the breaker trips. The breaker should
be reduced to 30 amps. The breaker is tagged with a red dot. Have a licensed electrician inspect and repair. (2005 NEC
334.80)

 3. Electrical panel box will not close. See photo #3.
 4. Attic pull down stairs needs the foam insulation removed behind the steps. See photo #4. The insulation reduces the

space for your foot which makes it a potential trip hazard. The code amendments show installing a movable
insulation box over the entire opening. Insulated covers can be purchased from Battic Door at (508) 320-9082 or
www.batticdoor.com. (2000 International Energy Code Section 502.2.3.2)

 5. Attic floor has soft flexible gas piping present. See photo #5. If you step on the pipe, you could damage it. (2006
International Residential Code G2422.1.1)

 6. Attic furnace vent pipe is touching a heat shield which is touching a wood brace in the attic. See photo #6. This is a
potential fire hazard. Heat shields should not touch the vent pipes because they will directly transfer the heat. There
should be a minimum of a 1/4 inch space between the double wall vent pipe and the heat shield. (2006 International
Residential Code Figure G2409.2(1))

 7. Some of the smoke detectors are chirping and need new batteries. The smoke detectors are hard wired into the
electrical system and have a battery backup.

 8. Garage electrical receptacle is not ground fault circuit interrupter protected. See photo #7. All garage electrical
receptacles must be GFCI protected. The receptacle is tagged with a red dot. (2005 NEC  210.8)

 9. Water heater is not raised 18 inches off the floor in the garage. See photo #8. All water heaters must be raised 18
inches above the floor if installed in the garage or garage closet to prevent the possibility of igniting flammable
vapors. The water heater has a sealed combustion chamber which is allowed to be placed on the floor if the
manufacturer's label states it is allowed. The manufacturer's label does not state it can be placed on the floor and has
a warning that it can ignite flammable vapors. See photo #9. Elevation of the ignition source is not required for
appliances that are listed and labeled as flammable vapor resistant and for installation without elevation. (Effective
January 1, 2005) (2000 International Plumbing Code 502.2)
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PRIORITY ITEMS:             (ITEMS THAT MAY NEED ATTENTION OR CORRECTION FOR PROPER OPERATION.)

 1. Some of the roof shingles have toe board nail holes present on part of the garage roof. See photo #10. Toe boards are
walk boards the roofers use. Any hole in the shingles could turn into roof leaks. All shingles with holes should be
replaced or sealed with a sealant that will last as long as the shingles. Recommend sealing the shingles with a one part
urethane sealant similar to Sonnaborne RP-1. The proper procedure in sealing the holes is to raise the shingle and install
the sealant under the hole. Then the shingle is mashed flat and the sealant should run out the hole. Inspect all shingles
are seal as needed. Roof shingles shall provide a barrier against the weather to protect its supporting elements and structure
beneath. (2006 International Residential Code R903.1)

 2. Front windows do not appear to have flashing and weep holes at the brick above the window. See photo #11. Flashing is
required above all doors and windows installed in brick and prevents water from soaking behind the brick and running
into the structure. Without weep holes to drain the water to the outside, flashing serves no purpose. (2006 International
Residential Code R703.7.5 & R703.7.6)

 3. Some of the brick flashing is not visible and cannot be verified as present. See photo #12. The flashing shall extend to the
surface of the exterior wall finish and shall be installed to prevent water from reentering the exterior wall envelope. (2006
International Residential Code R703.8)

 4. Air conditioning condenser pipes are not sealed where they penetrate the brick. See photo #13. This is a source for
air and water leakage. Exterior joints, seams or penetrations in the building envelope, that are sources of air leakage,
shall be sealed.(2006 International Energy Code Sect. 502.1.4)

 5. Exterior steel gas piping is not protected from rusting. See photo #14. Painting is needed. Ferrous metal gas piping
exposed in exterior locations shall be protected from corrosion. (2006 International Residential Code G2415.8)

 6. Some of the attic insulation has been disturbed and the insulation is only 3 inches deep. See photo #15. According to
the certification card, the minimum settled thickness should be 12.2 inches. (2006 International Energy Code Table
402.1.1)

 7. Attic insulation is not deep enough at some of the ducts. See photo #16. The installer did not raise the ducts to blow the
proper thickness of insulation under the ducts. The ducts should be supported above the insulation. Additional insulation
is required. (2006 International Energy Code Table 402.1.1)

HOME SAFETY ITEMS:             (ITEMS THAT ARE NOT REQUIREMENTS BUT ARE ONLY SUGGESTED FOR PROPER MAINTENANCE OR OPERATION.)

 1. Recommend connecting dryers to the vent with metal flex pipe. Vinyl ducts are a potential fire hazard and should not
be used with dryers.

 2. Recommend replacing all smoke detector batteries once a year.
 3. Recommend testing all ground fault circuit interrupters and arc fault circuit interrupters once a month.
 4. Recommend testing all electrical panel breakers once a year.
 5. Recommend purchasing a chain or rope ladder to be used for an emergency exit through one of the upstairs bedroom

windows just in case a fire blocks the bottom of the stairs.
 6. Recommend adding a fire extinguisher on each level of the house, one in the kitchen and one in the garage.
 7. Recommend testing water heater temperature and pressure relief valves once a year. Drain the water out of the

piping after testing the valve.
 8. Recommend adding a carbon monoxide detector. The Consumer Product Safety Commission recommends the use of

at least one carbon monoxide detector per household located outside the sleeping area.

GENERAL ITEMS:

 1. Recommend draining all exterior hose bibbs (water faucets) in the winter to prevent the pipes from freezing and
breaking. Caution: The backflow preventers, that are screwed onto the hose bibbs, must be drained or removed in
order to drain the water out of the piping.

POSITIVE ITEMS:             (ITEMS THAT ARE BETTER THAN AVERAGE OR ITEMS THAT WILL HELP ON RESALE.)

 1. House is on a cul-de-sac.
 2. Heavily wooded backyard and privacy fence.
 3. Exterior has four sided brick;
 4. Insulated double pane windows with tilt-sash for easy cleaning.
 5. Each floor has a separate heating and cooling system.
 6. Bedrooms have return registers for better circulation of the heating and air.
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 7. Master bedroom has a ceiling fan for energy conservation.
 8. Bedrooms are prewired for ceiling fans.
 9. Huge master closet.
 10. Master bath has a jetted tub.
 11. Large closets for plenty of storage.
 12. Closets have lights.
 13. Bathrooms have ceramic tile surrounds and floors.
 14. Bathrooms, kitchen, garage, basement and exterior electrical receptacles are protected by ground fault circuit

interrupters.
 15. Bedroom electrical circuits are protected by arch fault circuit interrupters located in the electrical panel box. This

prevent bedroom electrical cords from arching and starting fires.
 16. Smoke detectors in each bedroom for your safety.
 17. Laundry room has a floor drain.
 18. Fireplace with gas logs.
 19. Kitchen has a built-in microwave.
 20. Kitchen has a double oven.
 21. Kitchen has stone countertops.
 22. Kitchen has real wood cabinets.
 23. Kitchen has a garbage disposal.
 24. Kitchen has a large pantry.
 25. Vented kitchen exhaust fan.
 26. Solid hardwood floors.
 27. Homes on floor slabs rarely ever have flooring problems and never floor framing problems.
 28. Whole house security system. Be sure to tell your insurance agent.

The inspection is not meant to be a code enforcement inspection since the inspector is not a Municipal Inspector.
Code references, shown in italicized print, are given as a guide in reviewing Georgia’s State Building Requirements.
Code references, unless noted otherwise, are for the 2000 or 2006 International Residential Code which is Georgia’s
minimum building requirements. Inspected by Rod Harrison 770-849-0920.
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 EXTERIOR - GROUNDS              S = Satisfactory   M = Marginal
             U = Unsatisfactory     N = None

GRADING/DRAINAGE  S      M      U      N

 Proper Grading:     Slopes Away From House               Improper Grading:    Some Grading Is Flat         Slopes Towards House

  Grading Might Hold Water         Suggest Additional Grading To Direct Water Flow         Erosion         Fill Not Compacted

  Noncompacted Backfill Around Foundation         (Geological Conditions or Soil Stability Information are not included in a General Inspection.)

LANDSCAPING                Trim Trees Away From Roof            Trim Plants Away From Structure  S      M      U      N

  Tree Evaluation Suggested           Dead Tree/Limbs                      (Low Voltage Lighting or Lawn Sprinklers are not included in a General Inspection.)

SIDEWALKS/WALKWAYS  S      M      U      N

  Asphalt       Brick       Concrete      Gravel       Stone       Wood       Other:          

  Minor Cracks (Normal)          Major Cracks          Missing Control Joints          Poor Drainage          Settlement

DRIVEWAY  S      M      U      N

  Asphalt       Brick       Concrete      Gravel       Stone       Wood       Other:          

  Minor Cracks (Normal)          Major Cracks          Missing Control Joints          Poor Drainage          Settlement

RETAINING WALLS  S      M      U      N

 Concrete       Cross Ties       Brick       Concrete Block       Stone       Wood       Other:          

  Improperly Constructed            Cracks            Separation            Settlement            Repairs Needed

POOL FENCING  S      M      U      N

  Chain Link      Wood      Wire     Other:                                          Gate Needs Adjusting/Repair

PATIO/TERRACE  S      M      U      N

 Brick       Concrete       Exposed Aggregate       Pavers       Stone       Tile       Other:          

  Minor Cracks (Normal)            Major Cracks            Missing Control Joints          Poor Drainage          Settlement

DECKS           Bolted To House                     Could Not Visually Inspect Below The Deck  S      M      U      N

  Missing Proper Flashing         Additional Bracing Recommended         Deck Joist Improperly Supported

  Handrail/Guardrail Loose      Handrail/Guardrail Damage      Handrail/Guardrail Has Improper Openings      Improper Beams

 Wood Post Below Grade       Steel Post Below Grade      SupportPost Not Anchored At Base      Post Undersized For Length

(Wood Or Steel Post Below Grade Should Be Inspected Once A Year For Decay.)

OUTBUILDINGS         None                 Adequate                 Not Inspected               Locked

Comments:          
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EXTERIOR - BUILDING              S = Satisfactory   M = Marginal
             U = Unsatisfactory     N = None

EXTERIOR WALL COVERING  S      M      U      N

  Brick        Wood         Composition Siding         OSB Siding         Hardboard Siding         Fiber Cement Siding

 Aluminum Siding         Vinyl Siding         Stone         Synthetic Stone         Stucco         EIFS          Other

 Improperly Nailed               Improperly Installed               Siding Not 6” From Ground               Siding Bowed/Warped

  Caulking Needed         Painting Needed         Some Deterioration Present         Deteriorated Or Missing Mortar

  Movement Cracks        Improper Control Joints           Monitor  (If Movement Continues, Contact A Registered Structural Engineer For Evaluation.)

FRONT PORCH/STEPS          Could Not Visually Inspect Below The Porch  S      M      U      N

 Stone               Brick               Concrete               Wood               Tile           Other:          

  Rail Loose       Improper Rail Openings       Missing Guardrail On Porch       Missing Handrail On Steps

  Cracks      Porch Settlement       Step Settlement        Noncompacted Fill        Monitor (If Movement Continues, Contact  The Builder.)

OTHER PORCH/STEPS         Could Not Visually Inspect Below The Porch  S      M      U      N

 Stone               Brick               Concrete               Wood               Tile           Other:          

  Rail Loose       Improper Rail Openings       Missing Guardrail On Porch       Missing Handrail On Steps

  Cracks       Porch Settlement       Step Settlement        Noncompacted Fill       Monitor (If Movement Continues, Contact  The Builder.)

SCREENED PORCH         Could Not Visually Inspect Below The Porch  S      M      U      N

 Stone               Brick               Concrete               Wood               Tile           Other:          

  Cracks       Porch Settlement       Step Settlement        Noncompacted Fill       Monitor (If Movement Continues, Contact  The Builder.)

EXTERIOR DOORS  S      M      U      N

  Weather-Stripping Missing       Door Need Adjusting       Sill Needs Additional Support       Hard To Lock

EXTERIOR TRIM                                                                     Not All Trim Is Visible From Ground  S      M      U      N

 Wood Trim         Composition Trim        Aluminum/Vinyl Covered         Soffit Has Water Stains         Mildew Present

  Caulking Needed       Painting Needed       Trim Needs Renailing       Trim Bowed Or Warped     Premature Deterioration

CHIMNEY                     Could Not Inspect From The Roof - Restricted View  S      M      U      N

  Brick        Wood         Composition Siding         OSB Siding         Hardboard Siding         Fiber Cement Siding

 Aluminum Siding         Vinyl Siding         Stone         Synthetic Stone         Stucco or EIFS          Other

  No Cricket Present        Improper Flashing        Caulking Needed      Painting Needed      Movement Noted

Comments:          
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STRUCTURAL             S = Satisfactory   M = Marginal
             U = Unsatisfactory     N = None

STRUCTURE          Wood Frame        Concrete Block        Brick And Block        Other:                    Vacant

FOUNDATION WALL  S      M      U      N

 Poured Concrete                Concrete Block                Brick                Other:                                Cracks       Settlement

 Dry       Moisture Present       Wet       Efflorescence Present  Water Stains Present      Monitor For Moisture

 Foundation Drains Visible          Sill Anchors Not Properly Installed             Sill Anchors Present          Proper Unbalanced Fill

SLAB ON GRADE       Slab 8” Above Grade           Cracks Present           Not Fully Visible  S      M      U      N

GARAGE SLAB     Slab 8” Above Grade    Proper Slope     Cracks Present    Not Fully Visible  S      M      U      N

 Foundation Wall 8” Above Grade          Foundation Wall 4” Above Grade For Brick          Sill Anchors Not Properly Installed

CRAWL SPACE                         Owner’s Belongings Prevents Full Access  S      M      U      N

Entrance:    Exterior            Interior                No Door Present

Minimum Access Opening:      18”x24” Without Equipment        20”x30” With Equipment            Equipment Light, Switch & Outlet

Condition:    Dry      Moisture Present      Wet      Standing Water      Evidence Of Standing Water      Efflorescence Present

  Ventilated On Three Walls         Improper Ventilation        Clean Of Debris        Equipment Properly Supported

  Upper Floor Insulation            Wall Insulation            Full Vapor Barrier           Partial Vapor Barrier           Sump Pump

BASEMENT                                 Owner’s Belongings Prevents Full Access  S      M      U      N

Floor:   Concrete        Cracks          Dirt Floor          Sump Pump Present (Not Tested)         Plumbing Stubbed

Walls:     Finished       Partially Finished       Unfinished             Ceiling:     Finished       Partially Finished       Unfinished

  Interior Waterproofing Added To Walls        Water Penetration        Efflorescence Present          Proper Insulation Present

Moisture:  Moisture Stains Present But Dry     Some Traces Of Moisture    Excessive Moisture     Evidence Of Standing Water

Structural:      Steel Support Post          Wood Stud Walls                   Extra Floor Supports Present

FLOOR FRAMING                        Floor Framing Not Totally Visible           Floor Framing Not Visible  S      M      U      N

 Insulation Present         Wood Joist System           Wood I-Joist System           Wood Trusses System          Other:          

 Floor Truss Improperly Modified          Floor Joist Improperly Modified          Improper Bearing          Improper Support

 Damaged Floor Joist         Damaged Floor Truss         Blocking Missing At Bearing Walls         Additional Support Needed

ROOF FRAMING       Wood Trusses     Wood Rafters       16”  o.c.      24”  o.c.      30”  o.c.  S     M     U     N

  Not Fully Visible           Damaged Framing            Damaged Roof Decking            Roof Deflection           Purlins Undersized

  Ridge Improper Size           Diagonal Bracing Missing           Improper Joints/Splices           Additional Framing Supports Needed

COMMENTS:           
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ATTIC              S = Satisfactory   M = Marginal
             U = Unsatisfactory     N = None

ACCESS     Stairs       Pull-Down Stairs        Scuttle Hole       Access Door(s)       No Access  S      M      U      N

  Inspection Limited To View From Access      Owner's Belongings Prevented Full Access       Attic Not Fully Accessible
(Note: The Inspector Is Not Required To Crawl Through Fiberglass Insulation In Order To Fully Inspect The Attic Since Fiberglass Is A Hazardous Material.)

GENERAL              Whole House Fan                Improper Electrical Wiring              Wiring Not Totally Visible

Insulation:  Batt     Blown            Average Thickness: 11 Inches                   Additional Insulation Needed

VENTILATION        Gravity Vents      Power Vents      Ridge Vents      Roof Turbines      Gable Vents      Soffit Vents

  Unable To Test Power Ventilator(s)          Gable Vent Missing Or Damaged Screen       Additional Attic Ventilation Needed

MOISTURE STAINS       No Signs      Some Signs      Active Leaks      Does Not Appear Active      Cannot Tell If Active
(Note: The Inspector Does Not Warrant The Roof From Leaks. Only That There Were No Apparent Leaks At The Time Of  The Inspection.)

COMMENTS:           
          
          
          
          

  ROOFING

WEATHER         Clear       Cloudy       Intermittent Showers       Rain       Snow       Frost       No Rain For 48 Hours

ROOF COVERING               (NOTE: AVERAGE LIFE OF ROOFING IS 15 YEARS)  S      M      U      N

Type:    Gable          Hip          Modified Hip          Mansard          Shed           Other

Observed From:    Roof         Roof & Ground         Ground         By Ladder         By Binoculars         Restricted View

From Ground:    Due To Height        Due To Pitch        Due To Wet Surface        Due To Roof Type        Due To Condition

  Fiberglass/Asphalt Shingles    Rolled Roofing    Slate    Tile    Cedar Shakes    Metal     Other:                      

  Ridge Shingles Damaged           Toe Board Nail Holes Present           Roofing Felt Not Visible           Repairs Needed
(Note: The Inspector Does Not Warrant The Roof From Leaks. Only That There Were No Apparent Leaks At The Time Of The Inspection.)

FLASHING       Aluminum      Galvanized      Copper      Painted      Not Visible  S      M      U      N

 Improper Flashing At Vertical Walls      Aluminum Flashing At Brick       No Counter Flashing Present

SKYLIGHTS      No Curb Present       Water Stains Present       Leaking       Defective  S      M      U      N

GUTTERS/DOWNSPOUTS              Full             Partial             Gutters Needed  S      M      U      N

  Some Downspouts In Drain Pipe                 Downspout Erosion                 Missing Splash Blocks

  Downspouts Are Causing Erosion Or Water Problems And Should Be Directed Away From House

COMMENTS:           
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INTERIOR              S = Satisfactory   M = Marginal
             U = Unsatisfactory     N = None

FLOORS        Carpet      Hardwood      Softwood      Other                     Soft     Unlevel  S      M      U      N

WALLS       Drywall     Plaster     Masonry     Wood     Paneling     Other:           S      M      U      N

 Stains             Cracks             Corner Bead Cracks             Nail Pops

CEILINGS       Drywall      Plaster      Acoustical Tile      Wood     Other:           S      M      U      N

 Stains             Cracks             Corner Bead Cracks             Nail Pops

STAIRS              Missing Handrail       Loose Handrail       Uneven Riser Height      Loose Treads  S      M      U      N

FIREPLACE #1  Family Room       Masonry      Metal     Damper Operated      Ashes Present  S      M      U      N

  Flue Needs Cleaning      Gas Logs      Gas Starter      Wood Stove (Not Inspected)       Sealed     Direct Vent      Ventless

FIREPLACE #2                  Masonry      Metal     Damper Operated      Ashes Present  S      M      U      N

  Flue Needs Cleaning      Gas Logs      Gas Starter      Wood Stove (Not Inspected)       Sealed     Direct Vent      Ventless

FIREPLACE #3                  Masonry      Metal     Damper Operated      Ashes Present  S      M      U      N

  Flue Needs Cleaning      Gas Logs      Gas Starter      Wood Stove (Not Inspected)       Sealed     Direct Vent      Ventless

FIREPLACE #4                  Masonry      Metal     Damper Operated      Ashes Present  S      M      U      N

  Flue Needs Cleaning      Gas Logs      Gas Starter      Wood Stove (Not Inspected)       Sealed     Direct Vent      Ventless

INTERIOR DOORS       Randomly Checked       Will Not Latch       Sticks       Defective Lock  S      M      U      N

WINDOWS     Randomly Checked      Tilt Sash      Some Would Not Open      Locks Present  S      M      U      N

 Wood               Aluminum               Clad Wood               Vinyl              Steel

 Double Hung           Single Hung           Casement           Awning          Fixed          Horizontal Sliding          Jalousie

 Single Pane Glass           Insulated Glass           Storm Windows On All Windows           Storm Windows On Some Windows

 Missing Screens         Damaged Screens         Broken Glass Pane         Seal Failure         Dirty         Damaged Frames

COMMENTS:                                                                                                                 Owner’s Belongings Prevent Full Access
          
          

GARAGE /CARPORT

GARAGE  CARPORT  1 Car       2 Car       3 Car       4 Car
 S      M      U      N

 Door(s) Present           Door Operator Safety Reverse(s) Checked           No Electrical Outlet For Future Door Operator

 Cracks In Slab       Slab Settlement       Slab Not Fully Visible       Proper Firestopping       Belongings Prevents Full Access

COMMENTS:           
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K ITCHEN              S = Satisfactory   M = Marginal
             U = Unsatisfactory     N = None

KITCHEN CABINETS       Properly Installed        Some Warpage Present       Missing Handles  S      M      U      N

COUNTER TOPS     Laminated Plastic     Solid Surface     Stone      Wood     Tile     Other  S      M      U      N

DISHWASHER        Operated       Not Operated  Anchored Properly       Leaking  S      M      U      N

TRASH COMPACTOR      Operated      Not Operated  No Trash or Bag Present (Could Not Test)  S      M      U      N

RANGE         Electric        Gas          Operated        Not Operated  Defective  S      M      U      N

OVEN      Electric     Gas     Operated     Not Operated  Defective     Light Not Working  S      M      U      N

BUILT-IN MICROWAVE         Operated     Not Operated  Defective     Light Not Working
 S      M      U      N

FLOOR      Vinyl       Wood       Tile       Carpet      Other      Some Damage Present  S      M      U      N

VENTILATION     Exhaust Fan     Vented     Ductless     Damaged     Light Not Working  S      M      U      N

COMMENTS:
          

  ELECTRICAL

MAIN SERVICE      Overhead      Underground       Ground Wire Present       Exterior Disconnect       Service Not Connected

SERVICE CABLE       200 Amp (4/0AL)(2/0CU)    150 Amp (2/0AL)(#1CU)        125 Amp (1/0AL)(#2CU)        100 Amp (#2AL)(#4CU)

  Aluminum       Copper                Rust Present On Meter       Rust Present In Exterior Disconnect       Reanchoring Needed

PANEL BOX   Location:  Utility Area    Kitchen    Garage    Basement    Hall    Other   Type:  Fuses     Breakers

Size:  200 Amps     150 Amps     125 Amps     100 Amps     Other                    Proper Panel Box Size For Service Cable

  Sub Panel Present      GFCI Present      AFCI Present      Defective GFCI/AFCI Breaker      Panel Ground

  Open Circuit Knockouts       Open Cover Knockouts       Cable Clamps Missing       Double Taps       Panel Not Labeled

  Proper Breaker/Fuse Sizes For Cable       Improper Breaker/Fuse Size For Cable      Improper Cover Screws       Rust Present

    Electrical Panel Box Could Not Be Opened And Inspected Because Of:           

SOLID BRANCH WIRING     Non Metallic Cable     Armored/Shielded Cable     K&T     Copper     Aluminum     Clad

  GFCI Outlets     Defective GFCI Outlet     Open Junction Boxes     Improper Wire Splices     Evidence Of Amateur Wiring

 GFCI Outlet Locations: Exterior, Master Bath, Kitchen & Garage

ELECTRICAL OUTLETS           Randomly Checked         Reversed Polarity        Open Ground         Some Not Working

GENERAL    Smoke Detector   Some Not Accessible               Door Bell     Some Lights Not Working     Missing Light Fixtures

COMMENTS: (Owner Should Test All GFCI’s Once A Month)
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PLUMBING              S = Satisfactory   M = Marginal
             U = Unsatisfactory     N = None

WATER SERVICE               Public           Private Community Well           Private Well           Other:          

MAIN SERVICE LINE     Copper     Plastic     Galvanized     Unknown    Shut-Off Located: At the water heater.

INTERIOR PIPES        Copper       PVC       CPVC       Polybutylene       Polyethylene       Galvanized       Unknown

WASTE DISPOSAL     Public Sewer    Septic Tank     Private     Not Known     Per Owner     Per Realtor    Per Buyer

WASTE DISCHARGE PIPING         Cast Iron        Plastic        Copper        Unknown               Slow Drain

KITCHEN SINK    Active Leak      Signs Of Previous Leak      Restricted View      Disposal  S      M      U      N

BAR SINK             Active Leak      Signs Of Previous Leak      Restricted View  S      M      U      N

LAUNDRY ROOM       (Note: Washers And Dryers Are Not Inspected Or Moved During A General Inspection.)  S      M      U      N

 Water Leak At Supply           Dryer Vent Present           Gas Piping Present           Safety Drain Pan           Laundry Sink

COMMENTS:                                     No Water Service/Could Not Test                       No Gas Service/Could Not Test
          
          
          
          

  WATER HEATERS

UNIT NO. 1     Water Heater Not Active         Water Heater Tested         Mfg. Label Not Readable  S      M      U      N

Location:  Attic      Basement     Closet      Crawl Space      Garage      Utility Area  Other:          

Manufacturer: A.O. Smith    Age: 2009  (Average 10 Years)      Gas       Electric      40 Gal.   50 Gal.               Gal.

  T&P Valve Present           Improper T&P Discharge Piping             Gas Line Missing Drip Tee             Pilot Not Lit

  Proper Flue/Draft Hood       Improper Flue Pipe  Insulation Jacket       Not Protected In Garage       Raised Off The Floor

(Note:  The Inspector Does Not Light Pilots. The Owner Should Test The T & P Valve Every Six Months And Replace When Defective.)

UNIT NO. 2     Water Heater Not Active         Water Heater Tested         Mfg. Label Not Readable  S      M      U      N

Location:  Attic      Basement     Closet      Crawl Space      Garage      Utility Area  Other:          

Manufacturer:              Age:             (Average 10 Years)      Gas       Electric      40 Gal.   50 Gal.               Gal.

  T&P Valve Present           Improper T&P Discharge Piping             Gas Line Missing Drip Tee             Pilot Not Lit

  Proper Flue/Draft Hood       Improper Flue Pipe  Insulation Jacket       Not Protected In Garage       Raised Off The Floor

(Note:  The Inspector Does Not Light Pilots. The Owner Should Test The T & P Valve Every Six Months And Replace When Defective.)

COMMENTS:           
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 BATHROOMS              S = Satisfactory   M = Marginal
             U = Unsatisfactory     N = None

BATHROOM NO. 1      Location: Master Bath                Restricted View Under Vanity  S      M      U      N

  Bathtub     Jetted Tub     Shower         Tile         Fiberglass/Acrylic         Cultured Marble         Other

Floor:  Vinyl     Carpet     Tile     Wood     Other                 Ventilation:  Exhaust Fan     Window     None

Plumbing Leaks:    Active        Signs Of Old Leaks         None Noted          Sink Faucet          Sink Drain         Toilet

  Tile Needs Minor Caulking Or Regrouting             Tile Damage              Floor Damage         Low Pressure
Comments:          
          
          

BATHROOM NO. 2      Location: Jack & Jill Bath                 Restricted View Under Vanity  S      M      U      N

  Bathtub     Jetted Tub     Shower         Tile         Fiberglass/Acrylic         Cultured Marble         Other

Floor:  Vinyl     Carpet     Tile     Wood     Other                 Ventilation:  Exhaust Fan     Window     None

Plumbing Leaks:    Active        Signs Of Old Leaks         None Noted          Sink Faucet          Sink Drain         Toilet

  Tile Needs Minor Caulking Or Regrouting             Tile Damage              Floor Damage         Low Pressure
Comments:          
          
          

BATHROOM NO. 3      Location: Upstairs Guest Bath                 Restricted View Under Vanity  S      M      U      N

  Bathtub     Jetted Tub     Shower         Tile         Fiberglass/Acrylic         Cultured Marble         Other

Floor:  Vinyl     Carpet     Tile     Wood     Other                 Ventilation:  Exhaust Fan     Window     None

Plumbing Leaks:    Active        Signs Of Old Leaks         None Noted          Sink Faucet          Sink Drain         Toilet

  Tile Needs Minor Caulking Or Regrouting             Tile Damage              Floor Damage         Low Pressure
Comments:          
          
          

BATHROOM NO. 4      Location: Downstairs Bath               Restricted View Under Vanity  S      M      U      N

  Bathtub     Jetted Tub     Shower         Tile         Fiberglass/Acrylic         Cultured Marble         Other

Floor:  Vinyl     Carpet     Tile     Wood     Other                 Ventilation:  Exhaust Fan     Window     None

Plumbing Leaks:    Active        Signs Of Old Leaks         None Noted          Sink Faucet          Sink Drain         Toilet

  Tile Needs Minor Caulking Or Regrouting             Tile Damage              Floor Damage         Low Pressure
Comments:          
          
          

BATHROOM NO. 5      Location: Powder Room                Restricted View Under Vanity  S      M      U      N

  Bathtub     Jetted Tub     Shower         Tile         Fiberglass/Acrylic         Cultured Marble         Other

Floor:  Vinyl     Carpet     Tile     Wood     Other                 Ventilation:  Exhaust Fan     Window     None

Plumbing Leaks:    Active        Signs Of Old Leaks         None Noted          Sink Faucet          Sink Drain         Toilet

  Tile Needs Minor Caulking Or Regrouting             Tile Damage              Floor Damage         Low Pressure
Comments:
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UNIT NO. 1
HEAT AND AIR CONDITIONING           S = Satisfactory   M =  Marginal

          U = Unsatisfactory     N = None

HEATING      Mfg. Trane  Could Not Test     Heating Not Tested During Cooling Cycle  S      M      U      N

Location:    Attic       Basement      Hall Closet      Utility Area      Crawl Space       Garage       Other:          

TYPE          Gas       Electric       Heat Pump       Oil       Propane       Solar       Wood       Other:          

                     Forced Air        Gravity        Floor        Wall        Baseboard        Other:          

CAPACITY      100,000 BTUH or KW     Mfg. Date: 2009     (Average Life Of A Furnace Is 18 Years)

GAS BURNER   Electronic Ignition     Pilot Light     Fired Properly    Adjust Flame     Closed System/Could Not Inspect
Note: Inspector Does Not Light Pilots. Inspecting Heat Exchanger Is Not Part Of A General Inspection, Because This Can Only Be Done Properly By Dismantling The Unit.

FLUE      Unvented       Backdrafting       Excessive Soot       Damaged Flue Pipe      Improper Flue

FILTER         Disposable        Washable        Electrostatic        Media High Efficiency        Electronic

                   Dirty        Missing        Filter Rack Damaged        Filter Restraint Missing        Filter Not Installed Properly

BLOWER FAN         Working Properly         Not Working Properly                      Dirty          Noisy          Out Of Balance

HUMIDIFIER         Present     Not Present   (Note: Humidifiers Are Not Part Of A General Inspection.)

AIR CONDITIONER          Mfg.   Trane           No Utilities      Could Not Test  S      M      U      N

 Could Not Test Due To Low Temperature  (THE OUTSIDE TEMPERATURE MUST BE 60 DEGREES FOR 24 HOURS IN ORDER TO TEST)

Approximate Size:  5 Tons     Minimum Unit Amp: 60    Maximum Unit Amp: 60    Breaker Amp: 60

Mfg. Date: 2009        (Average Life Of An Air Conditioner Is 15 years)             Manufacturer Label Not Readable

 Electric     Gas (Not Inspected)                                   Supply Temp. 58 degrees     Return Temp. 71 degrees

EVAPORATOR

 Air Leaks       Water Leak       Rust       Gravity Drain       Condensate Pump (Not Tested)       Safety Pan

CONDENSER

 Level And Plumb       Overhead Clearance 48" Min.       Side Clearance 12" Min.  Jacket Damage      Coil Damage

 Unit Dirty             Fan Damaged             Liquid Or Suction Line Kinked Or Twisted             Pipe Insulation Damage

DUCT WORK     Type:     Rigid      Flex Ducts     Fiber Board      Ducts Not Visible      Other:          

Proper Insulation    Yes     No         Crushed Duct     Duct Not Connected     Duct Damaged     Duct Not Properly Sealed

SERVICING       Blower Fan Dirty        Replace Or Clean Filter  Have Complete System Cleaned, Serviced And Inspected

COMMENTS: (Note: Sizing Of The Unit Or Operational Efficiency Is Not Part Of A General Inspection.)

          
          
          
          
          

CHRISTIAN BUILDING I NSPECTORS,  I NCORPORATED,  3697 HABERSHAM L ANE,  DULUTH ,  GEORGIA 30096-6111, 770-849-0920



UNIT NO. 2
HEAT AND AIR CONDITIONING           S = Satisfactory   M =  Marginal

          U = Unsatisfactory     N = None

HEATING      Mfg. Trane  Could Not Test     Heating Not Tested During Cooling Cycle  S      M      U      N

Location:    Attic       Basement      Hall Closet      Utility Area      Crawl Space       Garage       Other:          

TYPE          Gas       Electric       Heat Pump       Oil       Propane       Solar       Wood       Other:          

                     Forced Air        Gravity        Floor        Wall        Baseboard        Other:          

CAPACITY      100,000 BTUH or KW     Mfg. Date: 2009     (Average Life Of A Furnace Is 18 Years)

GAS BURNER   Electronic Ignition     Pilot Light     Fired Properly    Adjust Flame     Closed System/Could Not Inspect
Note: Inspector Does Not Light Pilots. Inspecting Heat Exchanger Is Not Part Of A General Inspection, Because This Can Only Be Done Properly By Dismantling The Unit.

FLUE      Unvented       Backdrafting       Excessive Soot       Damaged Flue Pipe      Improper Flue

FILTER         Disposable        Washable        Electrostatic        Media High Efficiency        Electronic

                   Dirty        Missing        Filter Rack Damaged        Filter Restraint Missing        Filter Not Installed Properly

BLOWER FAN         Working Properly         Not Working Properly                      Dirty          Noisy          Out Of Balance

HUMIDIFIER         Present     Not Present   (Note: Humidifiers Are Not Part Of A General Inspection.)

AIR CONDITIONER          Mfg.   Trane           No Utilities      Could Not Test  S      M      U      N

 Could Not Test Due To Low Temperature  (THE OUTSIDE TEMPERATURE MUST BE 60 DEGREES FOR 24 HOURS IN ORDER TO TEST)

Approximate Size:  4 Tons     Minimum Unit Amp: 27    Maximum Unit Amp: 45    Breaker Amp: 45

Mfg. Date: 2010        (Average Life Of An Air Conditioner Is 15 years)             Manufacturer Label Not Readable

 Electric     Gas (Not Inspected)                                   Supply Temp.          degrees     Return Temp.          degrees

EVAPORATOR

 Air Leaks       Water Leak       Rust       Gravity Drain       Condensate Pump (Not Tested)       Safety Pan

CONDENSER

 Level And Plumb       Overhead Clearance 48" Min.       Side Clearance 12" Min.  Jacket Damage      Coil Damage

 Unit Dirty             Fan Damaged             Liquid Or Suction Line Kinked Or Twisted             Pipe Insulation Damage

DUCT WORK     Type:     Rigid      Flex Ducts     Fiber Board      Ducts Not Visible      Other:          

Proper Insulation    Yes     No         Crushed Duct     Duct Not Connected     Duct Damaged     Duct Not Properly Sealed

SERVICING       Blower Fan Dirty        Replace Or Clean Filter  Have Complete System Cleaned, Serviced And Inspected

COMMENTS: (Note: Sizing Of The Unit Or Operational Efficiency Is Not Part Of A General Inspection.)
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